FLOTATION IMPLEMENT
FLOTATION 1422

TUBELESS

Flotation Tubeless tyres developed with high inner volume ensures low specific ground pressure preventing
damages to fields & crops.

Tough Nylon casing can withstand the severe deflection in service.

High strength bead wires coupled with design of contour & insulation compound withstands high stressin the bead
region.
Suitable for both on and off road agricultural service.

Load Capacity(kgs) Load Capacity(kgs)
Rim | Outer Rolling Free Rolling | Drive Wheel | Infl. at different speed (kmph) at different speed (kmph)
inches | Diameter Circum- Load Index | Load Index |Press. Free Rolling Wheel Drive Wheel

mm ference Speed Symbol | Speed Symbol | bar
mm 10 | 26 | 40 | 60 | 10 26 | 40 60

15
19 2890
550/45-22.5 | 16.00 DC| 153A8, 149B | 141A8, 137B 21 3060
24
26
159A8, 156B | 147A8, 143B 2.8
20
22
500/60-22.5 | 16.00 DC| 157A8, 154B | 145A8, 142B 24
28
30
163A8, 159B | 151A8, 1488 3.2
18
21
550/60-22.5 | 16.00 DC| 160A8, 156B | 148A8, 144B 23
24
26
166A8, 162B | 154A8, 150B 3.0
1.5
1.7
600/50-22.5 | 20.00 DC| 159A8, 156B | 147A8, 144B 20
22
24
165A8, 161B | 153A8, 149B 2.6
15
1.7
600/55-22.5 | 20.00 DC| 164A8, 160B | 151A8, 148B 2.0
22
24
169A8, 166B | 156A8, 153B 2.6
15
18
600/55-26.5 | 20.00 DC| 165A8, 161B | 153A8, 149B 2.0
22
24
170A8, 167B | 159A8, 156B 2.6
16
18
700/50-22.5 | 24.00 DC| 168A8,164B | 156A8, 153B 2.2
24
174A8, 170B | 162A8, 158B 2.8
17
160A8, 157B | 148A8, 144B 2.0
700/40-22.5 | 24.00 DC| 22
166A8, 162B | 154A8, 150B 2.6
30
168A8, 165B | 156A8, 153B 34
16
700/50-26.5 | 24.00 DC| 169A8, 165B | 157A8, 154B 1.8
22
174A8, 170B | 162A8, 158B 24
15
800/45-26.5 | 28.00 DC| 170A8, 167B | 158A8, 155B 1.7
20
177A8,173B | 164A8, 160B 22

All tyres conform to ETRTO Standards




